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18. (previously presented) A signal amplifier, 
characterized by comprising a pre-stage circuit for inputting a 
signal from an external device and a post-stage circuit for 
amplifying the signal fed from the pre-stage circuit and 
outputting the signal therefrom, wherein: 

input impedance of the pre-stage circuit and output 

impedance of the post-stage circuit are set to match external 

o+ \easf- Several f»*s erf fc^fc J*re*c/ ++»s G-h* 
impedance in a o no or moffQndigifc frequency range! and 

output impedance of the pre-stage circuit and input 
impedance of the post-stage circuit are set to match at impedance 
lower than the output impedance of the post-stage circuit; and 

wherein an output section of the pre-stage circuit is 
connected via a capacitor to an input section of the post-stage 
circuit. 

19. (previously presented) A signal amplifier, 
characterized by comprising a pre-stage circuit for inputting a 
signal from an external device and a post-stage circuit for 
amplifying the signal fed from the pre-stage circuit and 
outputting the signal therefrom, wherein: 

input impedance of the pre-stage circuit and output 

impedance of the post-stage circuit are set to match external 
o-f a+ Ws* Stt-v.^t +*AS «>+* k^* -h> Severn ^"M & * G>h± 
impedance in a ono or moro-digiht frequency rangefc and 
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output impedance of the pre-stage circuit and input 
impedance of the post-stage circuit are set to match at impedance 
lower than the output impedance of the post-stage circuit; 

wherein the pre-stage circuit includes an impedance 
transforming circuit; and 

wherein the impedance transforming circuit includes a 

differential circuit. 

20. (previously presented) A signal amplifier, 
characterized by comprising a pre-stage circuit for inputting a 
signal from an external device and a post-stage circuit for 
amplifying the signal fed from the pre-stage circuit and 
outputting the signal therefrom, wherein: 

input impedance of the pre-stage circuit and output 
impedance of the post-stage circuit are set to match external 
impedance in a one or moro-digit frequency rangej^ and 

output impedance of the pre-stage circuit and input 
impedance of the post-stage circuit are set to match at impedance 
lower than the output impedance of the post-stage circuit; 

wherein the post-stage circuit includes a traveling- 
wave amplifier; and 

wherein an output section of the pre-stage circuit is 
connected via a capacitor to an input section of the post-stage 
circuit. v 
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21. (previously presented) A signal amplifier, 
characterized by comprising a pre-stage circuit for inputting a 
signal from an external device and a post-stage circuit for 
amplifying the signal fed from the pre-stage circuit and 
outputting the signal therefrom, wherein: 

input impedance of the pre-stage circuit and output 
impedance of the post-stage circuit are set to match external 
impedance in a o ne - or moro-dig i t frequency range^ and 

output impedance of the pre-stage circuit and input 
impedance of the post-stage circuit are set to match at impedance 
lower than the output impedance of the post-stage circuit; 

wherein the pre-stage circuit includes an impedance 
transforming circuit; and 

wherein an output section of the pre-stage circuit is 
connected via a capacitor to an input section of the post-stage 
circuit . 

22-23. (canceled) 

24. (previously presented) A signal amplifier in 
accordance with claim 1, wherein an output section of the pre- 
stage circuit is connected via a capacitor to an input section of 
the post-stage circuit. 
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